1 Pendant 


Basic Description 


The ergonomically designed 

i Pendant is the next generation 
in user interface technology from 
FANUC Robotics North America. 
The Internet-ready i Pendant 
allows users to browse the 
information available on the 
Internet/Intranet. Users can 

also customize robot information 
displayed on the i Pendant. 


Compatible with the FANUC 
SYSTEM R-J37B controller, the 
intuitive multi-window color graphic 
interface on the i Pendant makes 
FANUC robots easier to use than 
ever before. It provides integrated 
help and diagnostics functions 

as well as enhanced robot and 
process data allowing instant 
access to critical information 

right on the teach pendant. 


Key Features 


m Ergonomically designed 
color pendant 


a = Intuitive multi-window display 
and fly-out menus 


m Integrated help and diagnostics 


= Customizable interface using 
commercially available web 
development tools (optional) 


m Internet-enabled embedded 
web browser (optional) 


Features/Benefits 


m The enhanced display of 
the i Pendant allows users 
to see up to four times as 
much information as the 
R-J3iB monochrome 
teach pendant. 


m= i Pendant button layout, 
menus and screens are 
similar in look and feel, 
making it interchangeable 
with previous generation 
teach pendants. 





The i Pendant uses color 
highlighting, fly-out menus and 
a split-screen display to make 
important information easier to 
find. This virtually eliminates any 
additional training time required 
for users familiar with other 
FANUC Robotics products. 


A simple to use navigation 
system provides all the 
choices on a single screen 
for fast menu navigation. 


Integrated help and diagnostics 
provide instant help to recover 
from production interruptions. 


Online help menus for every 
i Pendant function. These 
are an optimized version 

of the information that is 
available in the standard 
robot documentation set. 


Online cause and remedy 
information is available for each 
robot alarm. Users can simply 
press the DIAG key when an 
alarm is active and the cause 
and remedy information for the 








alarm is displayed providing 
instant information on what 
caused the alarm and how 
to correct it. 


The i Pendant can be used to 
access the optional Diagnostic 
Resource Center for more 
advanced diagnostics and 
troubleshooting of robot and 
controller related alarms. 


i Pendant provides quick 
access to Internet/Intranet. 
Users can browse information 
that is available anywhere on 
the network including error 
logs, system variables, I/O 
and program status of any 
robot on the network. In 
addition, users can access 
corporate Intranets for parts 
information, diagnostics and 
production information. If the 
robot is on an Internet-ready 
network, then the i Pendant 
can be used to browse Internet 
sites such as equipment 
supplier sites and the FANUC 
Robotics Internet site. 





m Users can develop process- 
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pages can be used to 
display production status 
and statistics, customized 
menus and site-specific 
help or diagnostics. This 
environment provides 
unparalleled ease-of-use : 
and flexibility for anyone - ie ie 
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right on the i Pendant. 
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m 6.4" color TFT backlit 
LCD display 
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m 640H x 480V x 256 colors | Alarm code troubleshooting display FANUC Robotics Internet site display 


m Plug compatible with 
the standard R-J3iB 
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3 Safety Signals 


m RIA 15.06/1999 compliant 
m CE Mark available 











Customized status display 
Software Features 


and Requirements 


m Requires R-J3iB software 
version 6.20 or later 





FANUC Robotics North America Charlotte, NC Toronto, Canada 
m Supports HTML 3.2 3900 W. Hamlin Road (704) 596-5121 (905) 812-2300 
- Rochester Hills, MI 48309-3253 
and Javascript wi (248) 377-7000 Chicago, IL Montréal, Québec 
for customization Fax (248) 276-4133 (847) 898-6000 (450) 492-9001 
Cincinnati, OH Mexico City, Mexico 
1-800-47-ROBOT (513) 754-2400 52 (5) 611-5998 
Los Angeles, CA Aguascalientes, Mexico 
(949) 595-2700 52 (49) 10-8000 
marketing@fanucrobotics.com Toledo, OH Sao Paulo, Brazil 
www.fanucrobotics.com (419) 866-0788 (55) (11) 3955-0599 
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